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1 For United States vessels in or on the 
navigable waters of the United States, see 33 
CFR 164.33. 

times a file of the applicable Notice to 
Mariners. 

(b) Weekly Notices to Mariners 
(Great Lakes Edition) as published by 
the Commander, 9th Coast Guard Dis-
trict, contains announcements and in-
formation on changes in aids to naviga-
tion and other marine information af-
fecting the safety of navigation on the 
Great Lakes. These notices may be ob-
tained free of charge, by making appli-
cation to Commander, 9th Coast Guard 
District. 

(c) Weekly Notices to Mariners 
(worldwide coverage) are prepared 
jointly by the National Imagery and 
Mapping Agency, National Ocean Serv-
ice, and the U.S. Coast Guard. They in-
clude changes in aids to navigation in 
assembled form for the 1st, 5th, 7th, 
Greater Antilles Section, 8th, 11th, 
13th, 14th, and 17th Coast Guard Dis-
tricts. Foreign marine information is 
also included in these notices. These 
notices are available without charge 
from the National Imagery and Map-
ping Agency, U.S. Collector of Customs 
of the major seaports in the United 
States and are also on file in the U.S. 
Consulates where they may be in-
spected. 

[CGFR 67–83, 33 FR 1158, Jan. 27, 1968, as 
amended by CGFR 68–32, 33 FR 5729, Apr. 12, 
1968; CGD 95–028, 62 FR 51220, Sept. 30, 1997; 
USCG–2001–10224, 66 FR 48621, Sept. 21, 2001] 

§ 196.05–5 Charts and nautical publica-
tions. 

As appropriate for the intended voy-
age, all vessels except barges, and ves-
sels operating exclusively on rivers, 
must carry adequate and up-to-date— 

(a) Charts; 
(b) Sailing directions; 
(c) Coast pilots; 
(d) Light lists; 
(e) Notices to mariners; 
(f) Tide tables; 
(g) Current tables; and 
(h) All other nautical publications 

necessary. 1 

[CGD 75–074, 42 FR 5965, Jan. 31, 1977] 

Subpart 196.07—Notice and Re-
porting of Casualty and Voy-
age Records 

§ 196.07–1 Notice and reporting of cas-
ualty and voyage records. 

The requirements for providing no-
tice and reporting of marine casualties 
and for retaining voyage records are 
contained in part 4 of this chapter. 

[CGD 84–099, 52 FR 47536, Dec. 14, 1987] 

Subpart 196.12—Stability Letter 

§ 196.12–1 Posting. 

If a stability letter is issued in ac-
cordance with the requirements in 
§ 170.120 of this chapter, it must be 
posted under glass or other suitable 
transparent material in the pilothouse 
of the vessel. 

[CGD 79–023, 48 FR 51053, Nov. 4, 1983] 

Subpart 196.13—Station Bills 

§ 196.13–1 Muster lists, emergency sig-
nals, and manning. 

The requirements for muster lists, 
emergency signals, and manning must 
be in accordance with subchapter W 
(Lifesaving Appliances and Arrange-
ments) of this chapter. 

[CGD 84–069, 61 FR 25313, May 20, 1996] 

Subpart 196.15—Test, Drills, and 
Inspections 

§ 196.15–1 Application. 

(a) The provisions of this subpart 
shall apply to all vessels. 

§ 196.15–3 Steering gear, whistle, and 
means of communication. 

(a) On all vessels making a voyage of 
more than 48 hours duration, the entire 
steering gear, the whistle, and the 
means of communication between the 
bridge or pilothouse and engineroom 
shall be examined and tested by an offi-
cer of the vessel within a period of not 
more than 12 hours prior to departure. 
On all other vessels similar examina-
tions and tests shall be made at least 
once in every week. 
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(b) The date of the test and the con-
dition of the equipment shall be noted 
in the official logbook. 

§ 196.15–5 Drafts. 
(a) The master of every vessel on an 

ocean, coastwise, or Great Lakes voy-
age shall enter the drafts of the vessel, 
forward and aft, in the official logbook 
when leaving port. 

(b) On vessels subject to the require-
ments of Subchapter E (Load Lines) of 
this chapter at the time of departure 
from port on an ocean, coastwise, or 
Great Lakes voyage, the master shall 
insert in the official logbook a state-
ment of the position of the loadline 
mark, port, and starboard, in relation 
to the surface of the water in which the 
vessel is then floating. 

(1) When an allowance for draft is 
made for density of the water in which 
the vessel is floating, this density is to 
be noted in the official logbook. 

§ 196.15–7 Verification of vessel com-
pliance with applicable stability re-
quirements. 

(a) After loading and prior to depar-
ture and at all other times necessary 
to assure the safety of the vessel, the 
master shall determine that the vessel 
complies with all applicable stability 
requirements in the vessel’s trim and 
stability book, stability letter, Certifi-
cate of Inspection, and Load Line Cer-
tificate, as the case may be, and then 
enter an attestation statement of the 
verification in the log book. The vessel 
may not depart until it is in compli-
ance with these requirements. 

(b) When determining compliance 
with applicable stability requirements 
the vessel’s draft, trim, and stability 
must be determined as necessary and 
any stability calculations made in sup-
port of the determination must be re-
tained on board the vessel for the dura-
tion of the voyage. 

[CGD 89–037, 57 FR 41828, Sept. 11, 1992] 

§ 196.15–10 Sanitation. 
(a) It shall be the duty of the master 

and chief engineer to see that the ves-
sel, and, in particular, the quarters are 
in a clean and sanitary condition. The 
chief engineer shall be responsible only 
for the sanitary condition of the engi-
neering department. 

§ 196.15–15 Examination of boilers and 
machinery. 

(a) It shall be the duty of the chief 
engineer when he assumes charge of 
the boilers and machinery of a vessel 
to examine them thoroughly. If any 
parts thereof are in unsatisfactory con-
dition, or if the safety-valve seals are 
broken, the fact shall immediately be 
reported to the master, owner, or 
agent, and the Officer in Charge, Ma-
rine Inspection. 

§ 196.15–18 Loading doors. 
(a) The master of a vessel fitted with 

loading doors shall assure that all load-
ing doors are closed watertight and se-
cured during the entire voyage except 
that— 

(1) If a door cannot be opened or 
closed while the vessel is at a dock, it 
may be open while the vessel ap-
proaches and draws away from the 
dock, but only as far as necessary to 
enable the door to be immediately op-
erated. 

(2) If needed to operate the vessel, or 
embark and disembark passengers 
when the vessel is at anchor in pro-
tected waters, loading doors may be 
open provided that the master deter-
mines that the safety of the vessel is 
not impaired. 

(b) For the purposes of this section, 
‘‘loading doors’’ include all weather-
tight ramps, bow visors, and openings 
used to load personnel, equipment, 
cargo, and stores, in the collision bulk-
head, the side shell, and the boundaries 
of enclosed superstructures that are 
continuous with the shell of the vessel. 

(c) The master shall enter into the 
log book the time and door location of 
every closing of the loading doors. 

(d) The master shall enter into the 
log book any opening of the doors in 
accordance with paragraph (a)(2) of 
this section setting forth the time of 
the opening of the doors and the cir-
cumstances warranting this action. 

[CGD 89–037, 57 FR 41828, Sept. 11, 1992] 

§ 196.15–20 Hatches and other open-
ings. 

(a) It shall be the responsibility of 
the master to assure himself that all 
exposed hatches and other openings in 
the hull of his vessel are closed, made 
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